Introduction

Thank you for your purchase of the SSU-20.

The SSU-20 is designed for connecting 2 lines of tubing to a rat or mouse with
allowing freely moving behavior of the animal. The horizontal arm and spiral
tubing (CT-20) help to reduce the weight forcing on the animal. This product is
easier to keep tubing clean after use than normal liquid swievel.

Please do not use this product for long term experiment with connecting
animals because the tubing will be tangled and disconnected. The JB-30 does
NOT prevent tangling of tubing. Thus, it is not recommended using this product
for the animals during active period, nocturnal experiment for rats or mice, or
experiment for more than 5 hours even during less active period.

We also make this product with 4 channel version, called SSU-40.

Parts

The standard package of SSU-20 includes;
Teflon Tubing, JT-10-50 x 2 pcs
2 Channel Spiral Tubing, CT-20 x 1 pc
2 Channel Rotating Joint, SSB-20 x 1 pc
Arm Parts x 1 pc

Tubing dimensions and volume
JT-10-50 50 cm x 0.1 mm ID. 4 pL
CT-20 50 cm x 0.1 mm ID. 4 pL each channel
SSB-20 25 mm x 0.075 mm ID. Volume Negligible

One channel total dead volume is 8 L by calculation.

The colors on tubing sleeves are differed and it is just for your convenience. It
does NOT restrict flow direction.

The SSU-40 is the configuration for 4 channels. The package includes
Teflon Tubing, JT-10-50 x 4 pcs
4 Channel Spiral Tubing, CT-40 x 1 pc
4 Channel Rotating Joint, SSB-40 x 1 pc
Arm Parts x 1 pc

User Manual

Set Up

Please connect one JT-10 to one of the tubing on the rotating joint.
After connecting both JT-10s, please tape the JT-10 on the tubing guide
column. It is recommended to loose the tubing between the column and
rotating joint as those part allows tangling by animal’s rotation behavior.
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Maintainance of Tubing Parts

After using the tubing, please do not leave solution, such as aCSF in the
tubing. It will cause of clogging. Please rinse the tubing thoroughly with
double distilled water.

Then prepare 50 fold diluted chlorine bleach in water. Disconnect all tubing
and connect a plastic syringe filed with bleach solution to each tubing and
keep the solution for 30 min to kill bacteria and remove protein layers.
Keep the syringe connected while disinfecting the tubing. If you remove
syringe from the tubing, normally solution will not stay in the tubing. Then
thoroughly rinse with water again.

Each tubing end comes with precut connector, small soft piece of tubing,
called Connector Tubing, JB-30. After repeated use, the connection can be
loosen. Please replace to new one. JB-30 is sold at 1 m length.
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